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FRP Panel Description
Integral, one-piece moulded construction distributes load 
evenly to bi-directional bearing bars. 

Weight of Standard Panel:
- 25mm thick (12.3 kg/m2) 
- 30mm thick Micromesh (18.9 kg/m2) 
- 38mm thick (19.5 kg/m2) 
- 38mm thick Minimesh (23.5 kg/m2) 
- 50mm thick (23.7 kg/m2)

Grid Sizes:
- 12.7 x 12.7 Heelguard - 30% open area 
- 19 x 19 square Minimesh - 40% open area 
- 20 x 20 square Micromesh - 42% open area 
- 26 x 26 square Animal flooring - 60% open area 
- 38 x 38 square mesh - 68% open area 
- 50 x 50 square mesh - 78% open area

Stock Thicknesses:
- 50mm, 38mm, 30mm, 25mm and 14mm. Other sizes 
available.

Two Resin Systems:
Type ‘I’ uses isopthalic polyester resin with Class 1 flame 
spread rating of 25 or less, while providing excellent 
corrosion resistance over a broad range of chemicals. 
Operating temperature range -50°C to 105°C.
Type ‘V’ uses vinyl ester resin base with Class 1 flame 
spread rating of 10 or less, providing superior corrosion 
resistance to acidic environments and moderate resistance 
to caustic and solvent applications. Operating temperature 
range -50°C to 110°C.
Optional colours are available on request.
NB Some fading may occur when subject to our weather 
conditions.

Stock Sheet Sizes - please enquire for other sheet sizes you require.
Thickness Sheet Size Colour & Resin Type

14mm thick

615mm x 3660mm 
Roof access walkway. 

Yellow, Isopthalic

1220mm x 3660mm & 1220 x 2024mm 
(no grit). Machine guard. 

Yellow & Green. Isopthalic

25mm thick

615mm x 3660 Dark Grey. Isopthalic

615mm x 2024 Dark Grey. Isopthalic

1220mm x 3660 Dark Grey, Yellow & Green. Isopthalic. Yellow. Vinyl Ester

1220mm x 2024 Dark Grey, Yellow & Green. Isopthalic. Yellow. Vinyl Ester

25mm thick Micro Mesh 1247mm x 3687 Dark Grey

38mm thick

3660mm x 1220 Dark Grey, Yellow & Green. Isopthalic. Yellow & Green 
Vinyl Ester

3660mm x 1220 Blue. Isopthalic

2024mm x 1220 Dark Grey, Yellow & Green. Isopthalic. Yellow. Vinyl Ester

30mm thick. Minimesh 1807mm x 1247 Grey. Isopthalic.

25mm thick. Animal Flooring 1203mm x 3700, 1203mm x 2035 Dark Grey. Vinyl Ester

38mm thick. Animal Flooring 1255mm x 3700 Dark Grey. Vinyl Ester

38mm thick. Heel Guard 3687mm x 1250 Grey. Isopthalic

38mm thick. Minimesh
3660mm x 1220 Dark Grey, Green. Isopthalic.

2024mm x 1220 Dark Grey. Isopthalic

50mm thick

3660mm x 1227 Dark Grey, Yellow & Green. 
Isopthalic. 

Yellow, Vinyl Ester

2037mm x 1227 Dark Grey, Yellow & Green 
Isopthalic. 

Yellow, Vinyl Ester

38mm thick. Slotted 25 x 100mm 3666mm x 1220 Light Grey. Isopthalic.

4mm Flat Sheet 3660mm x 1220 Black, Yellow & Green. Isopthalic.

Perforated Flat Sheet 
8 dia holes @ 30mm 

staggered centres

3660mm x 1220 Black, Yellow. Isopthalic.

Solid Top. 41mm thick
3660mm x 1220 Dark Grey & Yellow. Vinyl Ester

2024mm x 1220 Yellow. Isopthalic.
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Chemical Resistance Guide for FRP Grating. Other test results available on request.

Chemical 
Environment

Type ‘VE’ Vinyl Ester Resin Type ‘I’ Isopthalic Polyester Resin
Concentration (%) Max Oper. Temp. (°C) Concentration (%) Max. Oper. temp. (°C)

Acetic Acid 50 82 50 52
Aluminium Hydroxide 100 77 100 71
Ammonium Chloride All 88 All 77

Ammonium Hydroxide 28 38 28 N/R
Ammonium Bicarbonate 50 65 15 52

Ammonium Sulfate All 93 All 77
Benzene N/R N/R N/R N/R

Benzoic Acid SAT 93 SAT 66
Borax Sat 93 SAT 77

Calcium Carbonate All 82 All 77
Calcium Nitrate All 93 All 82

Carbon Tetrachloride 100 24 N/R N/R
Chlorine, Dry Gas - 77 - 60
Chlorine Water SAT 82 SAT 27
Chromic Acid 10 49 5 21
Citric Acid All 93 All 77

Copper Chloride All 93 All 77
Copper Cyanide All 93 All 77
Copper Nitrate All 93 All 77

Ethanol 50 32 50 24
Ethylene Glycol 100 93 100 32
Ferric Chloride All 93 All 77

Ferrous Chloride All 93 All 77
Formaldehyde All 38 50 24

Gasoline 100 65 100 27
Glucose 100 93 100 77

Glycerine 100 93 100 66
Hydrobromic Acid 50 49 50 49
Hydrochloric Acid 37 38 37 24
Hydrogen Peroxide 30 38 5 38

Lactic Acid All 93 All 77
Lithium Chloride SAT 93 SAT 66

Magnesium Chloride All 93 All 77
Magnesium Nitrate All 82 All 66
Magnesium Sulfate All 88 All 77
Mercuric Chloride 100 88 100 66

Mercurous Chloride All 82 All 60
Nickel Chloride All 93 All 77
Nickel Sulfate All 93 All 77

Nitric Acid 20 38 20 21
Oxalic Acid All 96 All 24

Perchloric Acid 30 27 N/R N/R
Phosphoric Acid 100 93 100 49

Potassium Chloride All 93 All 77
Potassium Dichromate All 93 All 77

Potassium Nitrate All 93 All 77
Potassium Sulfate All 93 All 77
Propylene Glycol All 93 All 77
Sodium Acetate All 93 All 71
Sodium Bisulfate All 93 All 77
Sodium Bromide All 93 All 77
Sodium Cyanide All 93 All 77

Sodium Hydroxide 25 66 N/R N/R
Sodium Nitrate All 93 All 77
Sodium Sulfate All 93 All 77
Stannic Chloride All 88 All 71

Sulfuric Acid 75 38 25 24
Tartaric Acid All 93 All 77

Vinegar 100 93 100 77
Water, Distilled 100 82 100 77

Zinc Nitrate All 93 All 77
Zinc Sulfate All 93 All 77
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Concentrated Line Load Deflection in mm’s
Load in KN/M of width (concentrated) (1Kn=1000/9.8=102.4≈100Kgs)

1m

Span

Span 
in mm

Thick Mesh 
Size

KN 3 5 8 10 13 15 20 25 39 50 60 70 80 90 Max. 
Rec.

Apparent 
kg 300 500 800 1000 1300 1500 2000 2500 3900 5000 6000 7000 8000 9000

400
25 38 x 38 1.6 2.6 4.2 5.3 6.8 7.9 10.5 13.1 9 2.538
38 38 x 38 0.6 0.9 1.5 1.9 2.4 2.8 3.7 4.7 7.3 9.3 11.2 13.1 14.9 19 7.144
50 50 x 50 0.3 0.6 0.9 1.1 1.5 1.7 2.3 2.8 4.4 5.7 6.8 7.8 9.1 10.2 30 11.75

600
25 38 x 38 4.8 8 12.8 16 6 2.82
38 38 x 38 1.6 2.6 4.2 5.3 6.8 7.9 105 13.2 13 8.554
50 50 x 50 0.9 1.5 2.4 3 3.9 4.5 6.1 7.6 11.8 15.1 21 14.852

800
25 38 x 38 11.3 3 2.82
38 38 x 38 3.5 5.9 9.5 11.8 15.4 10 9.024
50 50 x 50 1.9 3.2 5.2 6.4 8.4 9.7 12.9 12 16.544

1000
38 38 x 38 6.9 11.4 7 9.118

50 50 x 50 3.7 6.1 9.8 12.2 15.9 10 17.014

1200
38 38 x 38 11.8 5 9.118
50 50 x 50 6.2 10.4 8 17.296

1400 50 50 x 50 9.8 5 17.578

Uniform Load Deflection in mm’s
Load in KN/SQM (Uniform) (1Kn=1000/9.8=102.4≈100Kgs)

1m

Span mm

Frp Grating
 25, 38 and 50mm thick. Available in 38 x 38mm or 50 x 50mm mesh.

Span 
in mm

Thick Mesh 
Size

KN 3 5 8 10 13 15 20 25 39 50 60 70 80 90 Max. 
Rec.

Apparent 
kg 300 500 800 1000 1300 1500 2000 2500 3900 5000 6000 7000 8000 9000

400
25 38 x 38 0.4 0.7 1.1 1.3 1.7 2 2.6 3.3 5.1 6.6 7.9 9.2 10.5 11.8 48 2.538
38 38 x 38 0.1 0.2 0.4 0.5 0.6 0.7 0.9 1.2 1.8 2.3 2.8 3.3 3.7 4.2 100 7.144
50 50 x 50 0.1 0.1 0.2 0.3 0.4 0.4 0.6 0.7 1.1 1.4 1.7 2 2.3 2.6 154 11.75

600
25 38 x 38 1.8 3 4.8 6 7.8 9 12 15 20 2.82
38 38 x 38 0.6 1 1.6 2 2.6 3 3.9 4.9 7.7 9.9 11.8 13.8 15.8 45 8.554
50 50 x 50 0.3 0.6 0.9 1.1 1.5 1.17 2.3 2.8 4.4 5.7 6.8 8 9.1 10.2 73 14.852

800
25 38 x 38 5.7 9.5 15.1 9 2.82
38 38 x 38 1.8 3 4.7 5.9 7.7 8.9 11.8 14.8 26 9.024
50 50 x 50 0.1 0.2 0.3 0.3 0.4 0.5 0.7 0.8 1.3 1.6 2 2.3 2.6 2.9 35 16.544

1000
25 38 x 38 13.9 5 2.82
38 38 x 38 4.3 7.1 11.4 14.3 14 9.11
50 50 x 50 2.3 3.8 6.1 7.7 9.9 11.5 15.3 21 17.014

1200
38 38 x 38 8.9 14.8 9 9.118
50 50 x 50 4.7 7.8 12.5 15.6 14 17.296

1400 50 50 x 50 8.5 14.2 8 17.578

38

38
FRP supplied by Grating Tasmania. Installation by PWS construction team, 
Cradle Mountain area. Photo by Eddie Firth (PWS construction manager).
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Frp Mini Mesh Grating
19 x 19mm Mini Mesh, 38mm Thick. Hole size 12 x 12mm. 
Also available in 25mm Thick.

Uniform Load Deflection in mm’s
1m

Span

Span 
mm

KN 2.5 KN 5 KN 10 KN 15 KN 20 KN

kg 250 500 1000 1500 2000

305 0.39 0.75 1.51 2.27 3.02

457 0.61 1.23 2.49 3.73 4.99

610 0.96 1.92 3.83 5.81 7.65

762 1.51 3.02 5.91 9.9 12.15

914 2.4 4.71 9.63 14.49

1067 3.68 7.36 14.72

1220 5.65 11.05 22.44

Concentrated Line Load Deflection in mm’s
1m

Span

Span 
mm

KN 0.75 KN 1.49 KN 2.98 KN 4.47 KN 5.96 KN

kg 75 149 298 447 596

305 0.3 0.51 1.18 1.36 1.55

457 0.45 0.58 1.55 2.05 2.25

610 0.78 1.36 2.05 2.75 3.38

762 0.85 1.67 3.01 4.34 5.47

914 0.91 1.99 3.8 5.75 7.75

1067 0.99 2.63 4.51 8.36 11.33

1220 3.5 3.81 8.33 12.88 17.51

Sheet sizes available - 1220 x 3660, 
1220 x 2024. 
Sheet size for 25mm thick - 1220 x 3660mm. 
Weight - 23.5 kgs/m2 

Open area - 40% 
Stock items - Dark Green and Dark Grey. 
25mm thick - Black/Grey 
Minimesh is ideal for observation decks, 
especially in high corrosive areas. 

38

38

19
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Heelguard FRP Grating
12.7 x 12.7mm (40 x 40mm) mesh, 38mm thick. Max 8mm square holes.

Uniform Load Deflection in mm’s

1m

Span

Span 
mm

Load in Kgs/m2 

2.5 Kn 5 Kn 10 Kn 15 Kn 20 Kn
305 0.3 0.66 1.42 2.27 2.93
457 0.52 1.15 2.4 2.64 4.9
610 0.88 1.83 3.74 5.72 7.56
762 1.42 2.93 5.82 9.8 12.06
914 2.31 4.62 9.54 14.4 -
1067 3.6 7.27 14.63 - -
1220 5.56 10.96 22.34 - -

Concentrated Line Load Deflection in mm’s 
(1Kn=1000/9.8=102.4≈100Kgs)

Span 
mm

Load in Kgs/m of Width
0.75 KN 1.49 KN 2.98 KN 4.47 KN 5.96 KN

305 0.22 0.43 1.1 1.28 1.48
457 0.4 0.52 1.49 2 2.17
610 0.7 1.28 1.99 2.69 3.31
762 0.78 1.61 2.94 4.26 5.4
914 0.85 1.92 3.73 5.65 7.65
1067 0.9 2.13 4.41 8.27 11.22
1220 3.39 3.71 8.2 12.7 16.42

Sheet sizes available -  
1250 x 3687mm 
Weight - 22.00 kg/m2

Open Area - 30%
Stock Colour: Dark or Light Grey

1m

Span

4012.7

40
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Concentrated Line Load Deflection in mm’s
Hole size 20 x 20mm. (1Kn=1000/9.8=102.4≈100Kgs)

Uniform Load Deflection in mm’s
Hole size 20 x 20mm.  (1Kn=1000/9.8=102.4≈100Kgs)

1m

Span

Animal Flooring FRP Grating 
26 x 26mm x 25 or 38mm thick, on a 52 x 52mm grid. Hole size 20 x 20mm.

Span 
in mm Th

ic
k KN 3 5 8 10 13 15 20 25 39 50 60 70 80 Max. 

Rec.kg 300 500 800 1000 1300 1500 2000 2500 3900 5000 6000 7000 8000
400 25 1.43 2.35 3.99 5.01 6.34 7.58 10.3 12.08 9.2 KN

38 0.59 0.89 1.48 1.88 2.35 2.78 3.68 4.66 7.2 9.1 11.01 12.99 14.5 19.5 KN
600 25 4.41 7.84 12.4 15.87 6.3 KN

38 1.5 2.5 4.1 5.2 6.77 7.88 10.46 13.09 13.6 KN
800 25 11 11.3 3.5 KN

38 3.44 5.1 9.4 11.6 15.33 10.5 KN
1000 25 12.11 18.44 7.4 KN

38 6.55 11.05 7.4 KN
1200 38 11.47 5.5 KN

Span 
in mm Th

ic
k KN 3 5 8 10 13 15 20 25 39 50 60 70 80 Max. 

Rec.kg 300 500 800 1000 1300 1500 2000 2500 3900 5000 6000 7000 8000
400 25 0.3 0.6 0.99 1.21 1.6 1.9 2.5 3.16 4.99 6.47 7.68 9.08 10.15 48.9 KN

38 0.09 0.19 0.39 0.49 0.58 0.68 0.89 1.18 1.78 2.18 2.7 3.2 3.6 102 KN
600 25 1.67 2.91 4.67 5.55 7.56 8.81 11.81 14.25 20.89 KN

38 0.6 1 1.59 2 2.55 3 3.89 4.9 7.6 9.89 11.8 13.7 15.7 46 KN
800 25 5.45 9.35 14.89 9.8 KN

38 1.76 3 4.68 5.9 7.7 8.9 11.8 14.68 15 KN
1000 25 12.98 5.5 KN

38 4.2 7.08 11.38 14.2 10 KN
1200 38 8.9 14.78

Sheet sizes available - 1203 x 3700mm 
and 1203 x 2035mm; 25mm thick 
- 1255 x 3700mm; 38mm thick
20 x 20mm opening
Weight - 19.5 kg/m2

Open Area - 60%
Stock Colour: Dark Grey, Vinyl Ester.

1m

Span

52

20
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Machine Guard
14mm thick. No grit.

Roof Access Walkway
14mm thick. Gritted.

Thickness - 14 mm 
Mesh size  - 38 x 38mm 
Panel Size - 1220mm x 3660mm & 1220 x 2024mm 
Weight  - 6.0 kg/m2 
Open Area - 68% 
Stock Colour - Yellow & Green. Isopthalic Resin

Thickness - 14 mm 
Mesh size  - 38 x 38mm 
Panel Size - 3660 x 615mm 
Weight  - 6.0 kg/m2 
Open Area - 68% 
Stock Colour - Yellow, gritted. Isopthalic Resin

Concentrated Line Load Deflection in mm’s
20 x 20mm Micro Mesh, 30mm Thick   sheet size 1007mm x 3687mm

Span 
mm

Load in Kgs/m of width

149 298 447 596 745

457 2.234 3.108 4.860 6.172 8.159

610 2.844 4.250 6.122 7.681 10.461

914 3.023 6.248 9.627 12.903 15.977

Micro Mesh Grating

38

38
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Slotted FRP Grating
25mm x 100mm x 38mm thick

FRP Drainage Channel and Grating Combo

Uniform Load Deflection in mm’s
1m

Span

Concentrated Line Load Deflection in mm’s

100

25

8

38

Span 
in mm Thick Mesh Size 240KGS/M2 480KGS/M2 980KGS/M2 1450KGS/M2 2450KGS/M2

300 38 25 x 100 0.24 0.32 0.45 0.6 0.88
600 38 25 x 100 0.78 1.58 3.13 4.71 7.84
750 38 25 x 100 4.27 5.61 10.69 15.76
900 38 25 x 100 6.8 12.65

Span 
in mm

Thick Mesh 
Size

75KGS/M 150KGS/M 300KGS/M 450KGS/M 600KGS/M 750KGS/M MAXIMUM 
RECOMMENDED

300 38 25 x 100 0.28 0.41 0.63 0.84 1.08 1.29 9542
600 38 25 x 100 0.73 1.47 2.94 4.4 5.87 7.34 4405
750 38 25 x 100 1.14 2.31 4.34 6.09 8.12 10.15 3687
900 38 25 x 100 2.05 4.02 7.49 10.51 14.03 17.53 3305

1m

Span

Thickness - 38 mm 
Mesh size  - 100 x 25mm 
Panel Size - 1217 x 3660mm 
Weight  - 22.5 kg/m2 

Open Area - 62% 
Stock Colour - Grey

3660mm 
sheet 
length

Class “B” residential rating for vehicles
Available in 3660mm lengths. 
Stock grating colour - Dark Grey 
Green and Yellow available - 1 week

38 x 38 x 38mm 
thick grating

3.18
162

91°

91°

R5

R3
0

R2

R2

10

10

3.2

14
0

203

39

10
0

6

42

60

5
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Frp Pultruded Grating
I-4015
12 bars per 300mm 
Bearing bar - 38mm 
Open area - 40% 
Approx weight - 23.6 kg/m2 

Panel size - 1000mm x 5.8m long

I-6015
8 bars per 300mm 
Bearing bar - 38mm 
Open area - 60% 
Approx weight - 17.8 kg/m2 

Panel size - 1000mm x 5.8m long

Concentrated Line Load Deflection in mm’s
(1Kn=1000/9.8=102.4≈100Kgs)

Uniform Load Deflection in mm’s
(1Kn=1000/9.8=102.4≈100Kgs)
Span 
in mm

KN 3 5 8 10 13 15 20 25 39 50 100 150 200 250 Max. 
Rec.

App
kg 300 500 800 1000 1300 1500 2000 2500 3900 5000 10000 15000 20000 25000

400
I-6015 0 0.1 0.1 0.1 0.2 0.2 0.3 0.4 0.5 0.7 1.4 2.1 2.8 3.5 383 23.69
I-4015 0 0 0.1 0.1 0.1 0.1 0.2 0.2 0.4 0.5 0.9 1.4 1.9 2.3 574 35.53

600
I-6015 0.2 0.3 0.4 0.4 0.7 0.8 1 1.3 2 2.6 5.2 7.8 10.4 13 173 32.34
I-4015 0.1 0.2 0.3 0.3 0.5 0.5 0.7 0.9 1.4 1.7 3.5 5.2 7 8.7 259 48.5

800
I-6015 0.4 0.7 1.2 1.5 1.9 2.2 2.9 3.7 5.7 7.4 14.7 103 36.19
I-4015 0.3 0.5 0.8 1 1.3 1.5 2 2.5 3.8 4.9 9.8 14.7 155 54.33

1000
I-6015 1 1.7 2.7 3.4 4.4 5.1 6.8 8.6 13.3 67 38.07
I-4015 0.7 1.1 1.8 2.3 3 3.4 4.6 5.7 8.9 11.4 100 57.06

1200
I-6015 2.1 3.5 5.6 7 9.1 10.5 14 43 38.54
I-4015 1.4 2.3 3.7 4.7 6.1 7 9.3 11.7 66 57.81

1400
I-6015 3.9 6.5 10.4 12.9 28 38.63
I-4015 2.6 4.3 6.9 8.6 11.2 13 42 57.9

1500
I-6015 6.6 11 19 38.82
I-4015 4.4 7.3 11.7 14.7 29 58.19

Span 
in mm

KN 3 5 8 10 13 15 20 25 39 50 100 150 200 250 Max. 
Rec.

App
kg 300 500 800 1000 1300 1500 2000 2500 3900 5000 10000 15000 20000 25000

400
I-6015 0.2 0.3 0.5 0.6 0.7 0.8 1.1 1.4 2.2 2.8 5.6 8.4 11.3 14.1 76 23.69
I-4015 0.1 0.2 0.3 0.4 0.5 0.6 0.8 0.9 1.5 1.9 3.8 5.6 7.5 9.4 114 35.53

600
I-6015 0.4 0.7 1.1 1.4 1.8 2.1 2.8 3.5 5.4 7 13.9 51 32.34
I-4015 0.3 0.5 0.7 0.9 1.2 1.4 1.9 2.3 3.6 4.6 9.3 13.9 78 48.5

800
I-6015 0.9 1.5 2.4 2.9 3.8 4.4 5.9 7.4 11.5 14.7 41 36.19
I-4015 0.6 1 1.6 2 2.6 2.9 3.9 4.9 7.7 9.8 61 54.33

1000
I-6015 1.6 2.7 4.4 5.5 7.1 8.2 10.9 13.7 33 38.07
I-4015 1.1 1.8 2.9 3.7 4.7 5.5 7.3 9.1 14.2 50 57.06

1200
I-6015 2.8 4.7 7.5 9.3 12.1 14 26 38.54
I-4015 1.9 3.1 5 6.2 8.1 9.3 12.5 15.6 39 57.81

1400
I-6015 4.4 7.4 11.8 14.8 19 38.63
I-4015 3 4.9 7.9 9.9 12.8 14.8 29 57.9

1500
I-6015 6.6 11 15 38.82
I-4015  4.4 7.3 11.7 14.7 24 58.19

1m

Span

1m

Span

There are many other options available. Please refer to our website - www.gratingtasmania.com.au
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4mm Frp Flat Sheet
4mm thick, grit top surface. Available with solid top or perforated.

4mm flat sheet 
Sheet size available: 3660 x 1220mm 
Thickness - 4 mm 
Weight - 4.4kg/m2 
Stock colour: Black, Yellow and Green. Isopthalic.

Perforated flat sheet
8mm dia holes @ 30mm staggered centres. 
Sheet size available: 3660 x 1220mm 
Thickness - 4 mm 
Stock colour: Black and Yellow. Isopthalic.

Embedment Angle
Set embedment angle into concrete slabs or paths to hold 
FRP grating drain covers. The ‘T’ shape on the back of the 
angle keeps it in place. It’s light and easy to cut, and 
won’t rust. Non-conductive. Embedment angle is made 
from Vinyl Ester resin.

Pultruded profiles are available in a wide selection of 
structural shapes, including channel, equal angle, square 
tube, plank, wide flange beam, square bar and round bar, 
round tube and I beam.
Pultruded structural profiles have one of the highest 
strength-to-weight ratios of any structural product as well 
as superior corrosion resistance. 
They are dimensionally stable, as well as thermally and 
electrically non-conductive. Being easy to fabricate as well 
as lightweight, pultruded structural profiles are also easy 
to install.

Perforated sheet laid over existing track to provide slip-resistant surface, especially during frost. Image supplied by 
Matthew McCormick, (construction by PWS). Moth Creek, Melaleuca.

FRP grating

B

t

A

Dimensions (mm) 
A x B x t

Approx. Weight 
per meter (kg/m)

25 x 38 x 6.4 1.49

38 x 38 x 6.4 1.64

50 x 38 x 6.4 1.79

Pultruded Structural Profiles
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Kick Plate - available in 2 different profiles

Accessories for FRP Sheet and Handrail
Fixing clips
Type M clips. For all types of 
grating. 2 clips recommended at 
each support. 10 clips minimum 
per panel (1220 x 3660mm)

Type C clips. End panel clips for 
moulded grating. Joins adjacent 
panels of grating together 
between supports to minimise 
different deflection under load.

Ladder Rung Covers

FRP Ramp Material
38mm thick

Type Dimensions (mm) Approx. Weight per metre (kg/m)

100 x 14 x 3 M type 1.10

148 x 12 x 3 M type 1.28

2 profiles of fibreglass kickplate are available as part of our 
walkway system. Colours - Yellow or Light Gray.

Stair Tread Nosing
Grating Tasmania’s own Stair Tread Nosing is extremely slip-
resistant, even when wet or oily. Stair tread nosing should 
be installed using mechanical fasteners. We suggest fasteners 
in the front face, as our design will pull the top edge down 
tightly, eliminating trip hazards on the top surface.
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The fibreglass guardrails are manufactured using high 
strength E-glass rovings and a range of premium grade 
thermosetting resin which is fire retardant and U.V. 
inhibited. It is corrosion resistant, light weight, high 
strength, low conductivity and easy to assemble. Stock 
available in Safety yellow colour and Light Grey.

Product Features
• Corrosion Resistance 
• Lightweight 
• Easy to install 
• Cost effective 
• Easy maintenance 
• Fire retardant & UV inhibited 
• Tested in accordance to Australian standards

FRP Handrail System
Certified AS1657-2013. Vinyl Ester Resins - similar corrosion resistance as 
316 stainless steel.

 AS 1657-2013 compliance testing 
 Pushing the limits at 190 kilograms of force.

Complete FRP and 316 grade stainless steel walkway systems 
available. Certified to AS 1657 - 1992 and AS 1657- 2013. 
FRP walkway has excellent grip, is lightweight and corrosion 
resistant. Vinyl Ester.

	 Handrail and walkway at Tassal hatchery. Installed 2008 - 2009.
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Bendmaker
Adjustable from 0 - 90° in any direction. Vinyl ester

FRP Walkway Systems
Certified AS 1657 - 2013. Vinyl Ester.

Typical Post Details

Stair Cases
Standard fittings to suit 30°  and 41° risers. 
Available ex stock in yellow and light grey. 
Other colours available upon request.

FRP handrail system installed at Eastern Shore substation.

Side Mount Stanchions 
Certified to 2.5 metre post centres
Installation detail for FRP Handrail system

Self Closing Gates
Lockable upon request

TOP RAIL PIPE P/N FRP-HR-P

Bendmaker 
as below
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FRP Stairtreads and Platforms supplied by Grating Tasmania.  Pictures taken and Staircase construction by Michael 
Johnson (PWS). (Black Cliffs, situated at Cox Bight on the South Coast Track)

Frp Cell Sizes - 38mm Grid Suitable for 25mm & 38mm Thick 
and 19 x 19mm Mini Mesh

Frp Cell Sizes - 20 x 20 x 25mm or 30mm Thick Micro Mesh 
 and Heel Guard- 13mm x 13mm x 38mm thick

Frp Cell Sizes - 51mm Grid

Frp Cell Sizes - 26mm x 26mm Animal Flooring 
20 x 20mm holes 

Available in 25mm and 38mm thick
60 996 1932 2868
112 1048 1984 2920
164 1100 2036 2972
216 1152 2088 3024
268 1204 2140 3076
320 1256 2192 3128
372 1308 2244 3180
424 1360 2296 3232
476 1412 2348 3284
528 1464 2400 3336
580 1516 2452 3388
632 1568 2504 3440
684 1620 2556 3492
736 1672 2608 3544
788 1724 2660 3596
840 1776 2712 3648
892 1828 2764 3700
944 1880 2816
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Corrosion Resistant
Fire Resistant

Non-Sparking
Non-Conductive

Non-Magnetic
Low Thermal Conductivity

Fibreglass Reinforced Plastic Grating

Macquarie Island pathways

Jetty Decking Frp Pultruded Products

Frp Pultruded Profiles4 mm Gritted plain sheet and Perforated sheet

Ideal for Trailer Walkways

Phone. 03 6272 2100 		  Fax. 03 6272 2200
Email. sales@gratingtasmania.com.au

Grating Tasmania
Pty Ltd

Pricing for your Inquiry today

FRP - Fiberglass Reinforced 
Plastic Grating.

Possibly one of the 
strongest Vehicle recovery 

tracks available.
311mm x 997mm -  

Tapered ends.

“Look” won’t rust!

FRP Pultruded Profiles
Not Steel!


